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Features 


m SPI bus compatible serial interface 
m 4 Mbit page-erasable Flash memory 


m Page size: 256 bytes 
— Page Write in 11 ms (typical) 
— Page Program in 0.8 ms (typical) 
— Page Erase in 10 ms (typical) 


Subsector Erase (4 Kbytes) 

sector Erase (64 Kbytes) 

Bulk Erase (4 Mbits) 

2./ V to 3.6 V single supply voltage 

75 MHz clock rate (maximum) 

Deep Power-down mode 1 UA (typical) 


Electronic signature 


— JEDEC standard two-byte signature 
(8013h) 


m Software write protection on a 64-Kbyte sector 
basis 


m Hardware write protection of the memory area 
selected using the BPO, BP1 and BP2 bits 


m More than 100 000 Write cycles 
m More than 20 year data retention 


m Packages 
— ECOPACK® (RoHS compliant) 


January 2008 


M25PE40 


4 Mbit, page-erasable serial Flash memory with 
byte alterability, 75 MHz SPI bus, standard pinout 
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Description M25PE40 
1 Description 


The M25PE40 is a 4 Mbit (512Kbit x 8 bit) serial paged Flash memory accessed by a high 
speed SPl-compatible bus. 


The memory can be written or programmed 1 to 256 bytes at a time, using the Page Write or 
Page Program instruction. The Page Write instruction consists of an integrated Page Erase 
cycle followed by a Page Program cycle. 


The memory Is organized as 8 sectors that are further divided up into 16 subsectors each 
(128 subsectors in total). Each sector contains 256 pages and each subsector contains 16 
pages. Each page Is 256 bytes wide. Thus, the whole memory can be viewed as consisting 
of 2048 pages, or 524,288 bytes. 


The memory can be erased a page at a time, using the Page Erase instruction, a subsector 
at a time, using the Subsector Erase instruction, a sector at a time, using the Sector Erase 
instruction or as a whole, using the Bulk Erase (BE) instruction. 


The memory can be write protected by either hardware or software using a mix of volatile 
and non-volatile protection features, depending on the application needs. The protection 
granularity is of 64 Kbytes (sector granularity). 


Important note 


This datasheet details the functionality of the devices, based on the previous T7X process or 
based on the current T9HX process (available since July 2007). Delivery of parts operating 
with a maximum clock rate of 75 MHz starts from week 8 of 2008. 


What are the changes? 


The M25PE40 in T9HX process offers the following additional features: 
@ the whole memory array is partitioned into 4-Kbyte subsectors 


@ five new instructions: Write Status Register (WRSR), Write to Lock Register (WRLR), 
Read Lock Register (RDLR), 4-Kbyte Subsector Erase (SSE) and Bulk Erase (BE) 


@ Status Register: 4 bits can be written (BPO, BP1, BP2, SRWD) 


@ WP input (pin 3): write protection limits are extended, depending on the value of the 
BPO, BP1, BP2, SRWD bits. The WP write protection remains the same if bits (BP2, 
BP1, BPO) are set to (0, 0, 1) 


@ smaller die size allowing assembly into an SO8N package. 
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M25PE40 Description 


Figure 1. Logic diagram - previous T7X Figure 2. Logic diagram - new T9HX 
process process 


OO = M25PE40 O = M25PE40 


Al09704C Al13781 





Table 1. Signal names 


fT Sominane | Fancton | eston 
a 
@—*(SeitDatacupet Oe 
Sons wt 
cc 
Ms Sone 


1. Inthe previous T7X process the pin is a Top Sector Lock input whereas in the new T9HX process, the pin 
is a Write Protect input (see Figure 7 and Figure 2). 


Figure 3. VFQFPN and SO connections 





M25PE40 


Al09703d 





1. There is an exposed central pad on the underside of the VFQFPN package. This is pulled, internally, to 
Vss, and must not be allowed to be connected to any other voltage or signal line on the PCB. 


2. See Section 12: Package mechanical for package dimensions, and how to identify pin-1. 
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Signal description 


Serial Data output (Q) 


This output signal is used to transfer data serially out of the device. Data is shifted out on the 
falling edge of Serial Clock (C). 


Serial Data input (D) 


This input signal is used to transfer data serially into the device. It receives instructions, 
addresses, and the data to be programmed. Values are latched on the rising edge of Serial 
Clock (C). 


Serial Clock (C) 


This input signal provides the timing of the serial interface. Instructions, addresses, or data 
present at Serial Data input (D) are latched on the rising edge of Serial Clock (C). Data on 
Serial Data output (Q) changes after the falling edge of Serial Clock (C). 


Chip Select (S) 


When this input signal is High, the device is deselected and Serial Data output (Q) is at high 
impedance. Unless an internal Read, Program, Erase or Write cycle is in progress, the 
device will be in the Standby Power mode (this is not the Deep Power-down mode). Driving 
Chip Select (S) Low selects the device, placing it in the Active Power mode. 


After power-up, a falling edge on Chip Select (S) is required prior to the start of any 
instruction. 


Reset (Reset) 


The Reset (Reset) input provides a hardware reset for the memory. 


When Reset (Reset) is driven High, the memory is in the normal operating mode. When 
Reset (Reset) is driven Low, the memory will enter the Reset mode. In this mode, the output 
is high impedance. 








Driving Reset (Reset) Low while an internal operation is in progress will affect this operation 
(write, program or erase cycle) and data may be lost. 
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Signal description 


Write Protect (W) or Top Sector Lock (TSL) 


The Write Protect function is available in the T9HX process only (see /mportant 
note on page 6). 

The Write Protect (W) input is used to freeze the size of the area of memory that is 
protected against write, program and erase instructions (as specified by the values in 
the BP2, BP1 and BPO bits of the Status Register. See Section 6.4: Read Status 
Register (RDSR) for a description of these bits. 

The Top Sector Lock function is available in the T7X process only (see /mporiant 
note on page 6). 

The input signal sets the device in the Hardware Protected mode, when Top Sector 
Lock (TSL) is connected to Vcsg, causing the top 256 pages (upper addresses) of the 
memory to become read-only (protected from write, program and erase operations). 


When Top Sector Lock (TSL) is connected to Vgc, the top 256 pages of memory 
behave like the other pages of memory. 


Vcc supply voltage 


Voc is the supply voltage. 


Vss ground 


Vg is the reference for the Vcc supply voltage. 
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M25PE40 
SPI modes 


These devices can be driven by a microcontroller with its SPI peripheral running in either of 
the two following modes: 


@ CPOL=0, CPHA=0 
@ CPOL=1, CPHA=1 


For these two modes, input data is latched in on the rising edge of Serial Clock (C), and 
output data is available from the falling edge of Serial Clock (C). 


The difference between the two modes, as shown in Figure 5, is the clock polarity when the 
bus master is in Standby mode and not transferring data: 


@ Cremains at 0 for (CPOL=0, CPHA=0) 
@  Cremains at 1 for (CPOL=1, CPHA=1) 


Figure 4. Bus master and memory devices on the SPI bus 


(CPOL, CPHA) = 
(0, O) or (1, 1) 


SPI Bus Master 


SPI memory SPI memory 
device device 


CS3 


Al13558b 





1. The Write Protect or Top Sector Lock (W or TSL) signal should be driven, High or Low as appropriate. 


Figure 4 shows an example of three devices connected to an MCU, on an SPI bus. Only one 
device is selected at a time, so only one device drives the Serial Data output (Q) line ata 
time, the other devices are high impedance. Resistors R (represented in Figure 4) ensure 
that the M25PE40 is not selected if the Bus Master leaves the S line in the high impedance 
state. As the Bus Master may enter a state where all inouts/outputs are in high impedance 
at the same time (for example, when the Bus Master is reset), the clock line (C) must be 
connected to an external pull-down resistor so that, when all inputs/outputs become high 
impedance, the S line is pulled High while the C line is pulled Low (thus ensuring that S and 
C do not become High at the same time, and so, that the tsycy requirement is met). The 
typical value of R is 100 kQ, assuming that the time constant R*C, (C, = parasitic 
capacitance of the bus line) is shorter than the time during which the Bus Master leaves the 
SPI bus in high impedance. 
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M25PE40 SPI modes 


Example: C, = 50 pF, that is RC, = 5 us <=> the application must ensure that the Bus 
Master never leaves the SPI bus in the high impedance state for a time period shorter than 
5 US. 


Figure 5. SPI modes supported 


CPOL CPHA 


Al01438B 
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Operating features 


Sharing the overhead of modifying data 


To write or program one (or more) data bytes, two instructions are required: Write Enable 
(WREN), which is one byte, and a Page Write (PW) or Page Program (PP) sequence, which 
consists of four bytes plus data. This is followed by the internal cycle (of duration tpy or tpp). 


To share this overhead, the Page Write (PW) or Page Program (PP) instruction allows up to 
256 bytes to be programmed (changing bits from 1 to 0) or written (changing bits to 0 or 1) at 
a time, provided that they lie in consecutive addresses on the same page of memory. 


An easy way to modify data 


The Page Write (PW) instruction provides a convenient way of modifying data (up to 256 
contiguous bytes at a time), and simply requires the start address, and the new data in the 
instruction sequence. 


The Page Write (PW) instruction is entered by driving Chip Select (S) Low, and then 
transmitting the instruction byte, three address bytes (A23-A0) and at least one data byte, 
and then driving Chip Select (S) High. While Chip Select (S) is being held Low, the data 
bytes are written to the data buffer, starting at the address given in the third address byte 
(A7-AO). When Chip Select (S) is driven High, the Write cycle starts. The remaining, 
unchanged, bytes of the data buffer are automatically loaded with the values of the 
corresponding bytes of the addressed memory page. The addressed memory page then 
automatically put into an erase cycle. Finally, the addressed memory page is programmed 


with the contents of the data buffer. 


All of this buffer management is handled internally, and is transparent to the user. The user 
is given the facility of being able to alter the contents of the memory on a byte-by-byte basis. 


For optimized timings, it is recommended to use the Page Write (PW) instruction to write all 
consecutive targeted bytes in a single sequence versus using several Page Write (PW) 
sequences with each containing only a few bytes (see Section 6.9: Page Write (PW), 

Table 21: AC characteristics (60 MHz operation, T9HX (0.11,um) process), and Table 22: AC 
characteristics (75 MHz operation, T9HX (0.111Um) process)). 
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M25PE40 Operating features 


4.3 A fast way to modify data 


The Page Program (PP) instruction provides a fast way of modifying data (up to 256 
contiguous bytes at a time), provided that it only involves resetting bits to 0 that had 
previously been set to ‘1’. 


This might be: 
@ when the designer is programming the device for the first time 


@ when the designer knows that the page has already been erased by an earlier Page 
Erase (PE) or Sector Erase (SE) instruction. This is useful, for example, when storing a 
fast stream of data, having first performed the erase cycle when time was available 


@ when the designer knows that the only changes involve resetting bits to ‘0’ that are still 
set to ‘1’. When this method is possible, it has the additional advantage of minimizing 
the number of unnecessary erase operations, and the extra stress incurred by each 


page. 


For optimized timings, it is recommended to use the Page Program (PP) instruction to 
program all consecutive targeted bytes in a single sequence versus using several Page 
Program (PP) sequences with each containing only a few bytes (see Section 6.10: Page 
Program (PP), Table 21: AC characteristics (60 MHz operation, T9HX (0.11pm) process), 
and Table 22: AC characteristics (75 MHz operation, T9HX (0.11pm) process)). 


4.4 Polling during a Write, Program or Erase cycle 


A further improvement in the write, program or erase time can be achieved by not waiting for 
the worst case delay (tpy, tpp tpg, or tse). The Write In Progress (WIP) bit is provided in the 
Status Register so that the application program can monitor its value, polling it to establish 
when the previous cycle is complete. 


4.5 Reset 


An internal Power-on Reset circuit helps protect against inadvertent data writes. Addition 
protection is provided by driving Reset (Reset) Low during the power-on process, and only 
driving it High when Vcc has reached the correct voltage level, Vec(min). 





4.6 Active Power, Standby Power and Deep Power-down modes 


When Chip Select (S) is Low, the device is selected, and in the Active Power mode. 


When Chip Select (S) is High, the device is deselected, but could remain in the Active Power 
mode until all internal cycles have completed (Program, Erase, Write). The device then goes 
in to the Standby Power mode. The device consumption drops to Ic}. 


The Deep Power-down mode is entered when the specific instruction (the Deep Power- 
down (DP) instruction) is executed. The device consumption drops further to Iago. The 
device remains in this mode until the Release from Deep Power-down instruction is 
executed. 


All other instructions are ignored while the device is in the Deep Power-down mode. This 
can be used as an extra software protection mechanism, when the device Is not in active 
use, to protect the device from inadvertent Write, Program or Erase instructions. 
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Operating features M25PE40 


4.7 Status Register 


The Status Register contains a number of status and control bits that can be read or set (as 
appropriate) by using specific instructions. See Section 6.4: Read Status Register (RDSR) 
for a detailed description of the Status Register bits. 


4.8 Protection modes 


The environments where non-volatile memory devices are used can be very noisy. No SPI 
device can operate correctly in the presence of excessive noise. To help combat this, the 
features the following data protection mechanisms: 


4.8.1 Protocol-related protections 

@ Power On Reset and an internal timer (tpyyw) can provide protection against inadvertent 
changes while the power supply is outside the operating specification. 

@ Program, Erase and Write instructions are checked that they consist of a number of 
clock pulses that is a multiple of eight, before they are accepted for execution. 

@ = = Allinstructions that modify data must be preceded by a Write Enable (WREN) 
instruction to set the Write Enable Latch (WEL) bit. This bit is returned to its reset state 
by the following events: 

— Power-up 

— Reset (Reset) driven Low 

— Write Disable (WRDI) instruction completion 

— Page Write (PW) instruction completion 

— Page Program (PP) instruction completion 

— Write to Lock Register (WRLR) instruction completion 
— Page Erase (PE) instruction completion 

— Subsector Erase (SSE) instruction completion 

— Sector Erase (SE) instruction completion 

— Bulk Erase (BE) instruction completion 

@ The Reset (Reset) signal can be driven Low to freeze and reset the internal logic. For 
the specific cases of Program and Write cycles, the designer should refer to 
Section 6.5: Write Status Register (WRSR), Section 6.9: Page Write (PW), 
Section 6.10: Page Program (PP), Section 6.12: Page Erase (PE), Section 6.14: Sector 
Erase (SE), Section 6.13: Subsector Erase (SSE), and to Table 12: Device status after 
a Reset Low pulse. 

@ In addition to the low power consumption feature, the Deep Power-down mode offers 
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extra software protection from inadvertent Write, Program and Erase instructions while 
the device is not in active use. 
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M25PE40 Operating features 


4.8.2 Specific hardware and software protections 


The M25PE40 features a Hardware Protected mode, HPM, and two Software Protected 
modes, SPM1 and SPM2 that can be combined to protect the memory array as required. 
They are described below: 


HPM 


@ HPM in T7X process (see /mportant note on page 6): 


The Hardware Protected mode (HPM) is entered when Top Sector Lock (TSL) is driven 
Low, causing the top 256 pages of memory to become read-only. When Top Sector 
Lock (TSL) is driven High, the top 256 pages of memory behave like the other pages of 
memory and the protection depends on the Block Protect bits (see SPM2 below). 


@ HPM in T9HX process (see /mportant note on page 6): 


The Hardware Protected mode (HPM) is used to write-protect the non-volatile bits of 
the Status Register (that is, the Block Protect bits, BP2, BP1 and BPO, and the Status 
Register Write Disable bit, SRWD). 

HPM is entered by driving the Write Protect (W) signal Low with the SRWD bit set to 
High. This additional protection allows the Status Register to be hardware-protected 
(see also Section 6.4.4: SRWD bit). 


SPM1 and SPM2 


ei The first Software Protected mode (SPM1) is managed by specific Lock Registers 
assigned to each 64-Kbyte sector. 


The Lock Registers can be read and written using the Read Lock Register (RDLR) and 
Write to Lock Register (WRLR) instructions. 


In each Lock Register two bits control the protection of each sector: the Write Lock bit 
and the Lock Down bit. 


— Write Lock bit: 


The Write Lock bit determines whether the contents of the sector can be modified 
(using the Write, Program or Erase instructions). When the Write Lock bit is set to 
‘1’, the sector is write protected — any operations that attempt to change the data 
in the sector will fail. When the Write Lock bit is reset to ‘0’, the sector is not write 
protected by the Lock Register, and may be modified. 

— Lock Down bit: 
The Lock Down bit provides a mechanism for protecting software data from simple 
hacking and malicious attack. When the Lock Down bit is set to ‘1’, further 
modification to the Write Lock and Lock Down bits cannot be performed. A reset, 
Or power-up, is required before changes to these bits can be made. When the 
Lock Down bit is reset to ‘0’, the Write Lock and Lock Down bits can be changed. 


The Write Lock bit and the Lock Down bit are volatile and their value is reset to ‘0’ after 
a power-down or a reset. 
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Table 2. Software protection truth table (Sectors 0 to 7, 64-Kbyte granularity) 


Sector Lock Register 


Lock Write Protection status 
Down bit | Lock bit 
Sector unprotected from Program/Erase/Write operations, protection status 
reversible 


reversible 
1 Sector unprotected from Program/Erase/Write operations, 
sector protection status cannot be changed except by a reset or power-up. 
Sector protected from Program/Erase/Write operations, 
sector protection status cannot be changed except by a reset or power-up. 
@ The second Software Protected mode (SPM2) uses the Block Protect bits (BP2, 


BP1, BPO, see Section 6.4.3)) to allow part of the memory to be configured as read- 
only. 


po] Sector protected from Program/Erase/Write operations, protection status 





Table 3. Protected area sizes 


Status Register 
content 


BP2 | BP1 | BPO 
Protected area Unprotected area 


| 0 [0 | 0 [none All sectors") (eight sectors: 0 to 7) 
Po joj]i1 Upper eighth (sector 7) Lower seven-eighths (seven sectors: 0 to 6) seven- Lower seven-eighths (seven sectors: 0 to 6) seven sectors: 0 to 6) 


pol so |p Upper quarter (two sectors: 6 and || ower three-quarters (six sectors: 0 to 5) 


(27 [7 [eovernat toursesor 4107) [loverha feurseaor 009 
No 
[0 [7 [aise tt secor:017) fre 
7 [e [aise ett secor:017) we 
7 [aise tt secor01 7) |rwe 


1. The device is ready to accept a Bulk Erase instruction if, and only if, all Block Protect bits (BP2, BP1, BPO) 
are 0. 


Memory content 
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Memory organization 
Memory organization 


The memory Is organized as: 

@ 2048 pages (256 bytes each) 

@ 524,288 bytes (8 bits each) 

@ 128 subsectors (32 Kbits, 4096 bytes each) 
@ 8ssectors (512 Kbits, 65536 bytes each) 


Each page can be individually: 
— programmed (bits are programmed from 1 to 0) 
— erased (bits are erased from 0 to 1) 
— written (bits are changed to either O or 1) 


The device is page or sector erasable (bits are erased from 0 to 1). 


Table 4. Memory organization 


ee ee 
a 


ee ee 
a0 | S0000n | SOF 


a 


Let 2 i 42 
48 30FFFh 
Ye |] 2 te 


ee ee 








ee 


; 
: 


- 0 | o0000h | oor Fh 
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Memory organization 
Figure 6. Block diagram 


Reset 
TSL or W Control Logic 


Address Register 
and Counter 


Y Decoder 





M25PE40 


High Voltage 
Generator 


I/O Shift Register 


256 byte Status 
Data Buffer Register 


7FFFFh 
Top 256 pages can 
be made read-only 
FEE n by using the TSL pin) 


Whole memory array can 
be made read-only 

on a 64-Kbyte basis 
through the Lock 
Registers 


00000h OOOFFh 
<———_- 256 bytes (page size) ———>> 


Al13782 


1. These features (in gray) are only available in the T7X process. 
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Instructions 
Instructions 


All instructions, addresses and data are shifted in and out of the device, most significant bit 
first. 


Serial Data input (D) is sampled on the first rising edge of Serial Clock (C) after Chip Select 
(S) is driven Low. Then, the one-byte instruction code must be shifted in to the device, most 
significant bit first, on Serial Data input (D), each bit being latched on the rising edges of 


Serial Clock (C). 
The instruction set is listed in Jable 5. 


Every instruction sequence starts with a one-byte instruction code. Depending on the 
instruction, this might be followed by address bytes, or by data bytes, or by both or none. 


In the case of a Read Data Bytes (READ), Read Data Bytes at Higher Speed 
(FAST_READ), Read Status Register (RDSR) or Read to Lock Register (RDLR) instruction, 


the shifted-in instruction sequence is followed by a data-out sequence. Chip Select (S) can 
be driven High after any bit of the data-out sequence Is being shifted out. 


In the case of a Page Write (PW), Page Program (PP), Page Erase (PE), Subsector Erase 
(SSE), Sector Erase (SE), Bulk Erase (BE), Write Enable (WREN), Write Disable (WRDI), 
Write Status Register (WRSR), Write to Lock Register (WRLR), Deep Power-down (DP) or 
Release from Deep Power-down (RDP) instruction, Chip Select (S) must be driven High 
exactly at a byte boundary, otherwise the instruction is rejected, and is not executed. That is, 


Chip Select (S) must driven High when the number of clock pulses after Chip Select (S) 
being driven Low is an exact multiple of eight. 


All attempts to access the memory array during a Write cycle, Program cycle or Erase cycle 
are ignored, and the internal Write cycle, Program cycle or Erase cycle continues 
unaffected. 
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Table 5. Instruction set 


nen eee | | 
instruction code | bytes/| bytes bytes 
_WREN [Witecnabe —‘ooooartoy oom | 0 | 0 | 0 
wRoI|witeDisebie === tn 0100 | am | © | OO 
Foo [reer [veo [am [a [0 Tee 
ROSA [Read Stas Register | ooo0ovor | 06m | 0 [0 | 1mm 
WALA |witeioLockRegster | roo. | es | 8) Ot 
WRSR [rte Sus Register ‘| ooop0001 | om | © | 0 | 1 
ROU [ReadLoccReister ‘| T10T000 [eam [8 | 0 1 
READ |ReedDataBtes =| onoooorr | oan | 8 | 0 | tom 
P Pw [Posewite =‘ ooo0tor0 | oan | 8 | 0 | Toate 
-— Pe [PaveProgam ————(| ooo0or0 | can | | 0 | 1mase 
PPE [Povetrase «(| orto foam fs | 0 | Oo 
SSE [subsecorErase_—(| oo100000 | aon | 8 [0 | 0 
PSE |Secorérase «HHO 000 | Oem [| OO 
Pee Yeukerese ———S=«i toons [om 0 [0 | 0 
DP [Deep Powerdown ‘| torr voor | Bah | 0 | 0 | 0 
[ROP [Release om DeopPowerdown | 10101011 | Ash | © | 0) 0 


1. Instruction available only in the T9HX process (see /mportant note on page 6). 
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6.1 Write Enable (WREN) 


The Write Enable (WREN) instruction (Figure 7) sets the Write Enable Latch (WEL) bit. 


The Write Enable Latch (WEL) bit must be set prior to every Page Write (PW), Page 
Program (PP), Page Erase (PE), and Sector Erase (SE) instruction. 


The Write Enable (WREN) instruction is entered by driving Chip Select (S) Low, sending the 


instruction code, and then driving Chip Select (S) High. 


Figure 7. Write Enable (WREN) instruction sequence 


Instruction —» 


High Impedance 


Al02281E 
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6.2 Write Disable (WRDI) 
The Write Disable (WRDI) instruction (Figure 8) resets the Write Enable Latch (WEL) bit. 


The Write Disable (WRDI) instruction is entered by driving Chip Select (S) Low, sending the 
instruction code, and then driving Chip Select (S) High. 

The Write Enable Latch (WEL) bit is reset under the following conditions: 
Power-up 

Write Disable (WRDI) instruction completion 

Page Write (PW) instruction completion 

Page Program (PP) instruction completion 

Write Status Register (WRSR) instruction completion 

Write to Lock Register (WRLR) instruction completion 

Page Erase (PE) instruction completion 

Subsector Erase (SSE) instruction completion 

Sector Erase (SE) instruction completion 

Bulk Erase (BE) instruction completion 


Figure 8. Write Disable (WRDI) instruction sequence 


Instruction om 


High Impedance 


Al03750D 
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6.3 Read Identification (RDID) 


The Read Identification (RDID) instruction allows the 8-bit manufacturer identification to be 
read, followed by two bytes of device identification. The manufacturer identification is 
assigned by JEDEC, and has the value 20h for Numonyx. The device identification is 
assigned by the device manufacturer, and indicates the memory type in the first byte (80h), 
and the memory capacity of the device in the second byte (13h). 


Any Read Identification (RDID) instruction while an Erase or Program cycle is in progress, is 
not decoded, and has no effect on the cycle that is in progress. 


The device is first selected by driving Chip Select (S) Low. Then, the 8-bit instruction code 
for the instruction is shifted in. This is followed by the 24-bit device identification, stored in 

the memory, being shifted out on Serial Data output (Q), each bit being shifted out during 

the falling edge of Serial Clock (C). 


The instruction sequence is shown in Figure 9. 


The Read Identification (RDID) instruction is terminated by driving Chip Select (S) High at 
any time during data output. 


When Chip Select (S) is driven High, the device is put in the Standby Power mode. Once in 
the Standby Power mode, the device waits to be selected, so that it can receive, decode and 
execute instructions. 


Table 6. Read Identification (RDID) Data-out sequence 


Device identification 


Memory type Memory capacity 


Figure 9. Read Identification (RDID) instruction sequence and data-out sequence 





23 4 5 6 7 8 9 10 11 12 138 14 15 16 17 18 28 29 30 31 


Instruction 


High Impedance 


Al06809b 
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6.4.1 


6.4.2 


6.4.3 


6.4.4 
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Read Status Register (RDSR) 


The Read Status Register (RDSR) instruction allows the Status Register to be read. The 
Status Register may be read at any time, even while a Program, Erase or Write cycle is in 
progress. When one of these cycles is in progress, it is recommended to check the Write In 
Progress (WIP) bit before sending a new instruction to the device. It is also possible to read 
the Status Register continuously, as shown in Figure 10. 


The status bits of the Status Register are as follows: 


WIP bit 


The Write In Progress (WIP) bit indicates whether the memory is busy with a Write, Program 
or Erase cycle. When set to ‘1’, such a cycle Is in progress, when reset to ‘0’ no such cycle is 
in progress. 


WEL bit 


The Write Enable Latch (WEL) bit indicates the status of the internal Write Enable Latch. 
When set to ‘1’ the internal Write Enable Latch is set, when set to ‘0’ the internal Write 
Enable Latch is reset and no Write, Program or Erase instruction is accepted. 


BP2, BP1, BPO bits 


The Block Protect bits (BP2, BP1, BPO) are non-volatile. They define the size of the area to 
be software protected against Program and Erase instructions. These bits are written with 
the Write Status Register (WRSR) instruction. When one or more of the Block Protect (BP2, 
BP1, BPO) bits is set to ‘1’, the relevant memory area (as defined in Jable 3) becomes 
protected against Page Program (PP), Page Erase (PE), Sector Erase (SE) and Subsector 
Erase (SSE) instructions. The Block Protect (BP2, BP1, BPO) bits can be written provided 
that the Hardware Protected mode has not been set. The Bulk Erase (BE) instruction is 
executed if, and only if: 


@ all Block Protect (BP2, BP1, BPO) bits are 0 
@ the Lock Register protection bits are not all set (‘1’). 


SRWD bit 
The Status Register Write Disable (SRWD) bit is operated in conjunction with the Write 


Protect (W) signal. When the Status Register Write Disable (SRWD) bit is set to ‘1’, and 
Write Protect (W) is driven Low, the non-volatile bits of the Status Register (SRWD, BP2, 
BP1, BPO) become read-only bits. In such a state, as the Write Status Register (WRSR) 
instruction is no longer accepted for execution, the definition of the size of the Write 


Protected area cannot be further modified. 


Table 7. Status Register format'")(2)(3) 


b7 b0 
Psewo [oo | ee | er | eFo | we | wr 


1. WEL (Write Enable Latch) and WIP ((Write In Program) are volatile read-only bits (WEL is set and reset by 
specific instructions; WIP is automatically set and reset by the internal logic of the device). 


2. SRWD = Status Register Write Protect bit; BPO, BP1, BP2 = Block Protect bits. 
3. The BP bits and the SRWD bit exist only in the T9HX process. 
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Figure 10. Read Status Register (RDSR) instruction sequence and data-out 
sequence 


23 45 6 7 8 9 10 11 12 13 14 15 


\ 


Instruction 


a 
Status Register Out - 
HEX EX EN EAZAINCA TAKEN SASHA ASAT. 


MSB MSB 


High Impedance 


Al02031E 
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Note: 
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Write Status Register (WRSR) 


The Write Status Register (WRSR) instruction allows new values to be written to the Status 
Register. 


The Status Register BPi and SRWD bits are available in the M25PE4O0 in the T9HX process 
only. See Important note on page 6 for more details. 


Before the Write Status Register (WRSR) instruction can be accepted, a Write Enable 
(WREN) instruction must previously have been executed. After the Write Enable (WREN) 
instruction has been decoded and executed, the device sets the Write Enable Latch (WEL). 


The Write Status Register (WRSR) instruction is entered by driving Chip Select (S) Low, 
followed by the instruction code and the data byte on Serial Data input (D). 


The instruction sequence is shown in Figure 17. 


The Write Status Register (WRSR) instruction has no effect on b6, b5, b1 and bO of the 
Status Register. b6 and b5 are always read as 0. 


Chip Select (S) must be driven High after the eighth bit of the data byte has been latched in. 
If not, the Write Status Register (WRSR) instruction is not executed. As soon as Chip Select 
(S) is driven High, the self-timed Write Status Register cycle (whose duration is ty) is 
initiated. While the Write Status Register cycle is in progress, the Status Register may still 
be read to check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) 
bit is 1 during the self-timed Write Status Register cycle, and is 0 when it is completed. 


When the cycle is completed, the Write Enable Latch (WEL) Is reset. 


The Write Status Register (WRSR) instruction allows the user to change the values of the 
Block Protect (BP2, BP1, BPO) bits, to define the size of the area that is to be treated as 
read-only, as defined in Table 3. The Write Status Register (WRSR) instruction also allows 
the user to set or reset the Status Register Write Disable (SRWD) bit in accordance with the 
Write Protect (W) signal (see Section 6.4.4). 


lf a Write Status Register (WRSR) instruction is interrupted by a Reset Low pulse, the 
internal cycle of the Write Status Register operation (whose duration is ty) is first completed 
(provided that the supply voltage Vcc remains within the operating range). After that the 
device enters the Reset mode (see also Jable 12: Device status after a Reset Low pulse 
and lable 24: Timings after a Reset Low pulse). 


Figure 11. Write Status Register (WRSR) instruction sequence 


23 4 5 6 7 8 9 10 11 12 13 14 15 


<——_ ___ Status 
Register in 


A EAEK EARNER AY 


High Impedance MSB 


Al02282D 
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Table 8. Protection modes (T9HX process only, see /mportant note on page 6) 


W |SRWD Write protection of the Memory content 
Soe | oe Siete -megster Protected area) | Unprotected area") 
i 2 | 


Status Register is writable 
Second _ | (if the WREN instruction Protected against Ready to accept 
software | has set the WEL bit) Page Program, Page Program and 
protected | The values in the SRWD, Sector Erase and Sector Erase 


BP2, BP1 and BPO bits Bulk Erase instructions 
can be changed 


Status Register is 
Hardware | hardware write protected 
protected | The values in the SRWD, 

BP2, BP1 and BPO bits 

cannot be changed 


Protected against Ready to accept 
Page Program, Page Program and 
Sector Erase and Sector Erase 
Bulk Erase instructions 





1. As defined by the values in the Block Protect (BP2, BP1, BPO) bits of the Status Register, as shown in 
Table 3. 


The protection features of the device are summarized in Jable 8. 


When the Status Register Write Disable (SRWD) bit of the Status Register is 0 (its initial 
delivery state), it is possible to write to the Status Register provided that the Write Enable 
Latch (WEL) bit has previously been set by a Write Enable (WREN) instruction, regardless 


of the whether Write Protect (W) is driven High or Low. 
When the Status Register Write Disable (SRWD) bit of the Status Register is set to ‘1’, two 


cases need to be considered, depending on the state of Write Protect (W): 


@ = If Write Protect (W) is driven High, it is possible to write to the Status Register provided 
that the Write Enable Latch (WEL) bit has previously been set by a Write Enable 
(WREN) instruction. 


@ = If Write Protect (W) is driven Low, it is not possible to write to the Status Register even 
if the Write Enable Latch (WEL) bit has previously been set by a Write Enable (WREN) 
instruction (attempts to write to the Status Register are rejected, and are not accepted 
for execution). AS a consequence, all the data bytes in the memory area that are 
software protected (SPM2) by the Block Protect (BP2, BP1, BPO) bits of the Status 
Register, are also hardware protected against data modification. 


Regardless of the order of the two events, the Hardware Protected Mode (HPM) can be 


entered: 

@ by setting the Status Register Write Disable (SGRWD) bit after driving Write Protect (W) 
Low 

@® or by driving Write Protect (W) Low after setting the Status Register Write Disable 
(SRWD) bit. 


The only way to exit the Hardware Protected mode (HPM) once entered is to pull Write 


Protect (W) High. 


If Write Protect (W) is permanently tied High, the Hardware Protected mode (HPM) can 
never be activated, and only the Software Protected mode (SPM2), using the Block Protect 
(BP2, BP1, BPO) bits of the Status Register, can be used. 
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6.6 Read Data Bytes (READ) 


The device is first selected by driving Chip Select (S) Low. The instruction code for the Read 
Data Bytes (READ) instruction is followed by a 3-byte address (A23-A0), each bit being 
latched-in during the rising edge of Serial Clock (C). Then the memory contents, at that 
address, is shifted out on Serial Data output (Q), each bit being shifted out, at a maximum 
frequency fp, during the falling edge of Serial Clock (C). 


The instruction sequence is shown in Figure 12. 


The first byte addressed can be at any location. The address is automatically incremented 
to the next higher address after each byte of data is shifted out. The whole memory can, 
therefore, be read with a single Read Data Bytes (READ) instruction. When the highest 
address is reached, the address counter rolls over to OOO000h, allowing the read sequence 
to be continued indefinitely. 


The Read Data Bytes (READ) instruction is terminated by driving Chip Select (S) High. Chip 
Select (S) can be driven High at any time during data output. Any Read Data Bytes (READ) 
instruction, while an Erase, Program or Write cycle is in progress, is rejected without having 


any effects on the cycle that is in progress. 


Figure 12. Read Data Bytes (READ) instruction sequence and data-out sequence 


(VL 


0 23 45 6 7 8 9 10 28 29 30 31 32 33 34 35 36 37 38 39 


_. \ 
Instruction —+<— 24-bit address — 


CRI AREAL 


Data Out 1 Data Out 2 


XEXEXEAAZAIAON 


MSB 


High Impedance 


Al03748D 





1. Address bits A23 to A19 are Don't care. 
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6.7 Read Data Bytes at Higher Speed (FAST_READ) 


The device is first selected by driving Chip Select (S) Low. The instruction code for the Read 
Data Bytes at Higher Speed (FAST READ) instruction is followed by a 3-byte address (A23- 
AO) and a dummy byte, each bit being latched-in during the rising edge of Serial Clock (C). 

Then the memory contents, at that address, is shifted out on Serial Data output (Q), each bit 
being shifted out, at a maximum frequency fc, during the falling edge of Serial Clock (C). 


The instruction sequence is shown in Figure 13. 


The first byte addressed can be at any location. The address is automatically incremented 
to the next higher address after each byte of data is shifted out. The whole memory can, 
therefore, be read with a single Read Data Bytes at Higher Speed (FAST_ READ) 
instruction. When the highest address is reached, the address counter rolls over to 
000000h, allowing the read sequence to be continued indefinitely. 


The Read Data Bytes at Higher Speed (FAST READ) instruction is terminated by driving 
Chip Select (S) High. Chip Select (S) can be driven High at any time during data output. Any 
Read Data Bytes at Higher Speed (FAST READ) instruction, while an Erase, Program or 
Write cycle is in progress, is rejected without having any effects on the cycle that is in 
progress. 


Figure 13. Read Data Bytes at Higher Speed (FAST_READ) instruction sequence 
and data-out sequence 


23 45 6 7 8 g 10 28 29 30 31 


Instruction 24-bit address 


High Impedance 


32 33 34 35 36 37 38 39 40 41 42 43 44 45 46 47 


\ 


Dummy byte 


ATHEXEAENSAZA AY 


DATA OUT 1 : DATA OUT 2 


HAROOODAROOOORNAE 


MSB MSB MSB 





Al04006 


1. Address bits A23 to A19 are Don't care. 
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6.8 Read Lock Register (RDLR) 


Note: The Read Lock Register (RDLR) instruction is decoded only in the M25PE40 in the T9HX 
process (see Important note on page 6). 


The device is first selected by driving Chip Select (S) Low. The instruction code for the Read 
Lock Register (RDLR) instruction is followed by a 3-byte address (A23-A0) pointing to any 
location inside the concerned sector (or subsector). Each address bit is latched-in during 
the rising edge of Serial Clock (C). Then the value of the Lock Register is shifted out on 
serial Data output (Q), each bit being shifted out, at a maximum frequency fe, during the 
falling edge of Serial Clock (C). 


The instruction sequence is shown in Figure 14. 


The Read Lock Register (RDLR) instruction is terminated by driving Chip Select (S) High at 
any time during data output. 


Any Read Lock Register (RDLR) instruction, while an Erase, Program or Write cycle is in 
progress, is rejected without having any effects on the cycle that Is in progress. 


Table 9. Lock Registers 


Bit | Bitmame | vawe | Fumetiom 
b7-b4 Reserved 


The Write Lock and Lock Down bits cannot be changed. Once a 
‘1’ is written to the Lock Down bit it cannot be cleared to ‘0’, 
Sector Lock except by a reset or power-up. 


new values to them (default value). 


Write, Program and Erase operations in this sector will not be 
Sector Write executed. The memory contents will not be changed. 
Lock Write, Program and Erase operations in this sector are executed 
and will modify the sector contents (default value). 


Down 
a The Write Lock and Lock Down bits can be changed by writing 





Figure 14. Read Lock Register (RDLR) instruction sequence and data-out sequence 


012 3 4 5 6 7 8 9 10 28 29 30 31 32 33 34 35 36 37 38 39 


oe \ 


Instruction —)— 24-bit address — 


©, ama 00,0, ©, 


Lock Register Out 


High Impedance 
XEXEMIEAEKEX AG 
MSB 





Al10783 
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Page Write (PW) 


The Page Write (PW) instruction allows bytes to be written in the memory. Before it can be 
accepted, a Write Enable (WREN) instruction must previously have been executed. After the 
Write Enable (WREN) instruction has been decoded, the device sets the Write Enable Latch 
(WEL). 


The Page Write (PW) instruction is entered by driving Chip Select (S) Low, followed by the 
instruction code, three address bytes and at least one data byte on Serial Data input (D). 
The rest of the page remains unchanged if no power failure occurs during this write cycle. 


The Page Write (PW) instruction performs a page erase cycle even if only one byte is 
updated. 


lf the 8 least significant address bits (A7-A0O) are not all zero, all transmitted data exceeding 
the addressed page boundary roll over, and are written from the start address of the same 


page (the one whose 8 least significant address bits (A7-A0O) are all zero). Chip Select (S) 
must be driven Low for the entire duration of the sequence. 


The instruction sequence is shown in Figure 15. 


If more than 256 bytes are sent to the device, previously latched data are discarded and the 
last 256 data bytes are guaranteed to be written correctly within the same page. If less than 
256 Data bytes are sent to device, they are correctly written at the requested addresses 
without having any effects on the other bytes of the same page. 


For optimized timings, it is recommended to use the Page Write (PW) instruction to write all 
consecutive targeted bytes in a single sequence versus using several Page Write (PW) 
sequences with each containing only a few bytes (see Jable 21: AC characteristics (60 MHz 
operation, T9HX (0.11pm) process) and Table 22: AC characteristics (75 MHz operation, 
T9HX (0.11pm) process)). 


Chip Select (S) must be driven High after the eighth bit of the last data byte has been 
latched in, otherwise the Page Write (PW) instruction is not executed. 


As soon as Chip Select (S) is driven High, the self-timed Page Write cycle (whose duration 
iS toy) Is initiated. While the Page Write cycle is in progress, the Status Register may be 
read to check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 
1 during the self-timed Page Write cycle, and is 0 when it is completed. At some unspecified 
time before the cycle is complete, the Write Enable Latch (WEL) bit is reset. 


A Page Write (PW) instruction applied to a page that is hardware protected is not executed. 


Any Page Write (PW) instruction, while an Erase, Program or Write cycle is in progress, is 
rejected without having any effects on the cycle that is in progress. 
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Figure 15. Page Write (PW) instruction sequence 


0123 4 5 6 7 8 9 10 28 29 30 31 32 33 34 35 36 37 38 39 


Instruction —— ba tivatites ——— Data byte 1 — : 
EHR EX2XIXONAENENIAEAZAIAOY 


MSB MSB 


40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 


— Data byte 2 — Data byte 3 — — Data byte n —| 


aaa (2,0,0,0, 0,2, 00,0, 0, 0,0, 0,6, 0,0 am 0,0,0,0,0,6,0,0, 


MSB MSB MSB 
Al04045 





1. Address bits A23 to A19 are Don’t care. 
2. 1<n< 256. 


32/62 (NS numonyx 


M25PE40 Instructions 


6.10 Page Program (PP) 


The Page Program (PP) instruction allows bytes to be programmed in the memory 
(changing bits from 1 to 0, only). Before it can be accepted, a Write Enable (WREN) 
instruction must previously have been executed. After the Write Enable (WREN) instruction 
has been decoded, the device sets the Write Enable Latch (WEL). 


The Page Program (PP) instruction is entered by driving Chip Select (S) Low, followed by 
the instruction code, three address bytes and at least one data byte on Serial Data input (D). 
lf the 8 least significant address bits (A7-A0O) are not all zero, all transmitted data exceeding 
the addressed page boundary roll over, and are programmed from the start address of the 
same page (the one whose 8 least significant address bits (A7-A0O) are all zero). Chip Select 


(S) must be driven Low for the entire duration of the sequence. 
The instruction sequence is shown in Figure 16. 


lf more than 256 bytes are sent to the device, previously latched data are discarded and the 
last 256 data bytes are guaranteed to be programmed correctly within the same page. If less 
than 256 Data bytes are sent to device, they are correctly programmed at the requested 
addresses without having any effects on the other bytes of the same page. 


For optimized timings, it is recommended to use the Page Program (PP) instruction to 
program all consecutive targeted bytes in a single sequence versus using several Page 
Program (PP) sequences with each containing only a few bytes (see Jable 20: AC 
characteristics (33 MHz operation). 


Chip Select (S) must be driven High after the eighth bit of the last data byte has been 
latched in, otherwise the Page Program (PP) instruction is not executed. 


As soon as Chip Select (S) is driven High, the self-timed Page Program cycle (whose 
duration is tpp) Is initiated. While the Page Program cycle is in progress, the Status Register 
may be read to check the value of the Write In Progress (WIP) bit. The Write In Progress 
(WIP) bit is 1 during the self-timed Page Program cycle, and is 0 when it is completed. At 
some unspecified time before the cycle is complete, the Write Enable Latch (WEL) bit is 
reset. 


A Page Program (PP) instruction applied to a page that is hardware protected is not 
executed. 


Any Page Program (PP) instruction, while an Erase, Program or Write cycle is in progress, Is 
rejected without having any effects on the cycle that is in progress. 
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Figure 16. Page Program (PP) instruction sequence 


VL 


012 3 4 5 6 7 8 9 10 28 29 30 31 32 33 34 35 36 37 38 39 


Instruction — ere ——— Data byte 1 — : 
EHR EX2XIXONAENENAEAZALAOY 


MSB MSB 


40 41 42 48 44 45 46 47 48 49 50 51 52 53 54 55 


— Data byte 2 — Data byte 3 —* —— Data byte n —+| 


ATRENEX AERA NOAA AEN EASAZAN SNEED 


MSB MSB MSB 
Al04044 





1. Address bits A23 to A19 are Don’t care. 
2. 1<n< 256. 
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6.11 Write to Lock Register (WRLR) 


Note: The Write to Lock Register (WRLR) instruction is decoded only in the M25PE40 in the T9HX 
process (see Important note on page 6). 


The Write to Lock Register (WRLR) instruction allows bits to be changed in the Lock 
Registers. Before it can be accepted, a Write Enable (WREN) instruction must previously 
have been executed. After the Write Enable (WREN) instruction has been decoded, the 
device sets the Write Enable Latch (WEL). 


The Write to Lock Register (WRLR) instruction is entered by driving Chip Select (S) Low, 
followed by the instruction code, three address bytes (pointing to any address in the targeted 
sector and one data byte on Serial Data input (D). The instruction sequence is shown in 


Figure 17. Chip Select (S) must be driven High after the eighth bit of the data byte has been 
latched in, otherwise the Write to Lock Register (WRLR) instruction is not executed. 


Lock Register bits are volatile, and therefore do not require time to be written. When the 
Write to Lock Register (WRLR) instruction has been successfully executed, the Write 
Enable Latch (WEL) bit is reset after a delay time less than tgys; minimum value. 


Any Write to Lock Register (WRLR) instruction, while an Erase, Program or Write cycle is in 
progress, is rejected without having any effects on the cycle that is in progress. 


Figure 17. Write to Lock Register (WRLR) instruction sequence 


a 


012 3 4 5 6 7 8 9 10 28 29 30 31 32 33 34 35 36 37 38 39 


Instruction —_ sieiieadtiess = 
1,0 Aa 0, 2,0,0,00,0,0,0,0,0,0,0 


MSB 
Al10784b 





Table 10. _ Lock Register in) 


All sectors Sector Lock Down bit value 
| bO Sector Write Lock bit value 


1. The table rows in gray are true for products processed in the T7X process only (see /mportant note on 
page 6). 
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6.12 Page Erase (PE) 


The Page Erase (PE) instruction sets to ‘1’ (FFh) all bits inside the chosen page. Before it 
can be accepted, a Write Enable (WREN) instruction must previously have been executed. 
After the Write Enable (WREN) instruction has been decoded, the device sets the Write 
Enable Latch (WEL). 


The Page Erase (PE) instruction is entered by driving Chip Select (S) Low, followed by the 
instruction code, and three address bytes on Serial Data input (D). Any address inside the 
page is a valid address for the Page Erase (PE) instruction. Chip Select (S) must be driven 
Low for the entire duration of the sequence. 


The instruction sequence is shown in Figure 178. 


Chip Select (S) must be driven High after the eighth bit of the last address byte has been 
latched in, otherwise the Page Erase (PE) instruction is not executed. As soon as Chip 
Select (S) is driven High, the self-timed Page Erase cycle (whose duration is tp) is initiated. 
While the Page Erase cycle is in progress, the Status Register may be read to check the 
value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 during the self- 
timed Page Erase cycle, and is 0 when it is completed. At some unspecified time before the 
cycle is complete, the Write Enable Latch (WEL) bit is reset. 


A Page Erase (PE) instruction applied to a page that is hardware protected is not executed. 
Any Page Erase (PE) instruction, while an Erase, Program or Write cycle is in progress, is 
rejected without having any effects on the cycle that is in progress. 


Figure 18. Page Erase (PE) instruction sequence 


Vo 


0 23 45 6 7 8 9 29 30 31 


Instruction 


Al04046 





1. Address bits A23 to A19 are Don’t care. 
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6.13 Subsector Erase (SSE) 


Note: The Subsector Erase (SSE) instruction is decoded only in the M25PE40 in the T9HX 
process (see Important note on page 6). 


The Subsector Erase (SSE) instruction sets to ‘1’ (FFh) all bits inside the chosen subsector. 
Before it can be accepted, a Write Enable (WREN) instruction must previously have been 
executed. After the Write Enable (WREN) instruction has been decoded, the device sets the 
Write Enable Latch (WEL). 


The Subsector Erase (SE) instruction is entered by driving Chip Select (S) Low, followed by 
the instruction code, and three address bytes on Serial Data input (D). Any address inside 
the Subsector (see Table 4) is a valid address for the Subsector Erase (SE) instruction. Chip 


Select (S) must be driven Low for the entire duration of the sequence. 


The instruction sequence is shown in Figure 20. 


Chip Select (S) must be driven High after the eighth bit of the last address byte has been 
latched in, otherwise the Subsector Erase (SE) instruction is not executed. As soon as Chip 
Select (S) is driven High, the self-timed Subsector Erase cycle (whose duration is tgcf) is 
initiated. While the Subsector Erase cycle is in progress, the Status Register may be read to 
check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 
during the self-timed Subsector Erase cycle, and is 0 when it is completed. At some 


unspecified time before the cycle is complete, the Write Enable Latch (WEL) bit is reset. 


A Subsector Erase (SSE) instruction applied to a subsector that contains a page that is 
hardware or software protected is not executed. 


Any Subsector Erase (SSE) instruction, while an Erase, Program or Write cycle is in 
progress, is rejected without having any effects on the cycle that Is in progress. 


If Reset (Reset) is driven Low while a Subsector Erase (SSE) cycle is in progress, the 

Subsector Erase cycle is interrupted and data may not be erased correctly (see Jable 12: 
Device status after a Reset Low pulse). On Reset going Low, the device enters the Reset 
mode and a time of trys, is then required before the device can be re-selected by driving 


Chip Select (S) Low. For the value of tris; see Jable 24: Timings after a Reset Low pulse in 
Section 11: DC and AC parameters. 





Figure 19. Subsector Erase (SSE) instruction sequence 


ae oe 


012 3 45 6 7 8 Q 29 30 31 


Al12356 





1. Address bits A23 to A19 are Don't care. 
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Sector Erase (SE) 


The Sector Erase (SE) instruction sets to ‘1’ (FFh) all bits inside the chosen sector. Before it 
can be accepted, a Write Enable (WREN) instruction must previously have been executed. 
After the Write Enable (WREN) instruction has been decoded, the device sets the Write 
Enable Latch (WEL). 


The Sector Erase (SE) instruction is entered by driving Chip Select (S) Low, followed by the 
instruction code, and three address bytes on Serial Data Input (D). Any address inside the 


Sector (see Jable 4) is a valid address for the Sector Erase (SE) instruction. Chip Select (S) 
must be driven Low for the entire duration of the sequence. 


The instruction sequence is shown in Figure 20. 


Chip Select (S) must be driven High after the eighth bit of the last address byte has been 
latched in, otherwise the Sector Erase (SE) instruction is not executed. As soon as Chip 
Select (S) is driven High, the self-timed Sector Erase cycle (whose duration is tf) is 
initiated. While the Sector Erase cycle is in progress, the Status Register may be read to 
check the value of the Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 
during the self-timed Sector Erase cycle, and is 0 when it is completed. At some unspecified 
time before the cycle is complete, the Write Enable Latch (WEL) bit is reset. 


A Sector Erase (SE) instruction applied to a sector that contains a page that is hardware 
protected is not executed. 


Any Sector Erase (SE) instruction, while an Erase, Program or Write cycle is in progress, is 
rejected without having any effects on the cycle that is in progress. 


Figure 20. Sector Erase (SE) instruction sequence 


123 45 6 7 8 Q 29 30 31 


Instruction 


Al03751D 





1. Address bits A23 to A19 are Don't care. 
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6.15 Bulk Erase (BE) 


Note: The Bulk Erase (BE) instruction is decoded only in the M25PE40 in the T9HX process (see 
Important note on page 6). 


The Bulk Erase (BE) instruction sets all bits to ‘1’ (FFh). Before it can be accepted, a Write 
Enable (WREN) instruction must previously have been executed. After the Write Enable 
(WREN) instruction has been decoded, the device sets the Write Enable Latch (WEL). 


The Bulk Erase (BE) instruction is entered by driving Chip Select (S) Low, followed by the 


instruction code on Serial Data input (D). Chip Select (S) must be driven Low for the entire 
duration of the sequence. 


The instruction sequence is shown in Figure 217. 


Chip Select (S) must be driven High after the eighth bit of the instruction code has been 
latched in, otherwise the Bulk Erase instruction is not executed. As soon as Chip Select (S) 
is driven High, the self-timed Bulk Erase cycle (whose duration is tge) is initiated. While the 
Bulk Erase cycle is in progress, the Status Register may be read to check the value of the 
Write In Progress (WIP) bit. The Write In Progress (WIP) bit is 1 during the self-timed Bulk 
Erase cycle, and is 0 when it is completed. At some unspecified time before the cycle is 
completed, the Write Enable Latch (WEL) bit is reset. 


Any Bulk Erase (BE) instruction, while an Erase, Program or Write cycle is in progress, Is 
rejected without having any effects on the cycle that is in progress. A Bulk Erase (BE) 
instruction is ignored if at least one sector or subsector is write-protected (hardware or 
software protection). 


lf Reset (Reset) is driven Low while a Bulk Erase (BE) cycle is in progress, the Bulk Erase 
cycle is interrupted and data may not be erased correctly (see Jable 12: Device status after 
a Reset Low pulse). On Reset going Low, the device enters the Reset mode and a time of 
trys is then required before the device can be re-selected by driving Chip Select (S) Low. 
For the value of tars, see Table 24: Timings after a Reset Low pulse in Section 11: DC and 


AC parameters. 





Figure 21. Bulk Erase (BE) instruction sequence 


Instruction oe 





Al03752D 
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Deep Power-down (DP) 


Executing the Deep Power-down (DP) instruction is the only way to put the device in the 
lowest consumption mode (the Deep Power-down mode). It can also be used as an extra 
software protection mechanism, while the device is not in active use, since in this mode, the 
device ignores all Write, Program and Erase instructions. 


Driving Chip Select (S) High deselects the device, and puts the device in the Standby Power 
mode (if there is no internal cycle currently in progress). But this mode is not the Deep 
Power-down mode. The Deep Power-down mode can only be entered by executing the 
Deep Power-down (DP) instruction, subsequently reducing the standby current (from Icc, to 
loco, as specified in Table 17). 


Once the device has entered the Deep Power-down mode, all instructions are ignored 
except the Release from Deep Power-down (RDP) instruction. This releases the device from 
this mode. 


The Deep Power-down mode automatically stops at power-down, and the device always 
powers-up in the Standby Power mode. 


The Deep Power-down (DP) instruction is entered by driving Chip Select (S) Low, followed 


by the instruction code on Serial Data input (D). Chip Select (S) must be driven Low for the 
entire duration of the sequence. 


The instruction sequence is shown in Figure 22. 


Chip Select (S) must be driven High after the eighth bit of the instruction code has been 
latched in, otherwise the Deep Power-down (DP) instruction is not executed. As soon as 


Chip Select (S) is driven High, it requires a delay of tpp before the supply current is reduced 
to lcce and the Deep Power-down mode is entered. 


Any Deep Power-down (DP) instruction, while an Erase, Program or Write cycle is in 
progress, is rejected without having any effects on the cycle that is in progress. 


Figure 22. Deep Power-down (DP) instruction sequence 


012 3 4 5 6 7 


Instruction —| 


top 


Standby mode Deep Power-down mode 
Al03753D 
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6.17 Release from Deep Power-down (RDP) 


Once the device has entered the Deep Power-down mode, all instructions are ignored 
except the Release from Deep Power-down (RDP) instruction. Executing this instruction 
takes the device out of the Deep Power-down mode. 


The Release from Deep Power-down (RDP) instruction is entered by driving Chip Select (S) 
Low, followed by the instruction code on Serial Data input (D). Chip Select (S) must be 
driven Low for the entire duration of the sequence. 


The instruction sequence is shown in Figure 23. 


The Release from Deep Power-down (RDP) instruction is terminated by driving Chip Select 


(S) High. Sending additional clock cycles on Serial Clock (C), while Chip Select (S) is driven 
Low, cause the instruction to be rejected, and not executed. 


After Chip Select (S) has been driven High, followed by a delay, tapp the device is put in the 


Standby Power mode. Chip Select (S) must remain High at least until this period is over. The 
device waits to be selected, so that it can receive, decode and execute instructions. 


Any Release from Deep Power-down (RDP) instruction, while an Erase, Program or Write 
cycle is in progress, is rejected without having any effects on the cycle that is in progress. 


Figure 23. Release from Deep Power-down (RDP) instruction sequence 


Instruction —> 


High Impedance 


Deep Power-down mode = Standby mode 
Al06807 
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Power-up and power-down 


At power-up and power-down, the device must not be selected (that is Chip Select (S) must 
follow the voltage applied on Vcc) until Vcc reaches the correct value: 


@ Vocc(min) at power-up, and then for a further delay of tys, 
@ Vss at power-down. 


A safe configuration is provided in Section 3: SPI modes. 


To avoid data corruption and inadvertent write operations during power-up, a Power On 
Reset (POR) circuit is included. The logic inside the device is held reset while Vcc is less 
than the Power On Reset (POR) threshold voltage, Vy — all operations are disabled, and 
the device does not respond to any instruction. 


Moreover, the device ignores all Write Enable (WREN), Page Write (PW), Page Program 
(PP), Page Erase (PE) and Sector Erase (SE) instructions until a time delay of tpyyw has 
elapsed after the moment that Vcc rises above the Vw; threshold. However, the correct 
operation of the device is not guaranteed if, by this time, Vcc is still below Voc(min). No 
Write, Program or Erase instructions should be sent until the later of: 

@ tpyw after Vcc passed the Vy, threshold 


@® tvs, after Vcc passed the Vcec(min) level. 
These values are specified in /able 17. 


If the delay, tys;, has elapsed, after Voc has risen above Vcc(min), the device can be 
selected for READ instructions even if the tpyyw delay is not yet fully elapsed. 





As an extra protection, the Reset (Reset) signal could be driven Low for the whole duration 
of the power-up and power-down phases. 

At power-up, the device is in the following state: 

@ The device is in the Standby Power mode (not the Deep Power-down mode) 

@ The Write Enable Latch (WEL) bit is reset 

@ The Write In Progress (WIP) bit is reset 

@ TheLock Registers are reset (Write Lock bit, Lock Down bit) = (0, 0). 

Normal precautions must be taken for supply rail decoupling, to stabilize the Vcc supply. 


Each device in a system should have the Vcc rail decoupled by a suitable capacitor close to 
the package pins. (Generally, this capacitor is of the order of 100 nF). 


At power-down, when Vcc drops from the operating voltage, to below the Power On Reset 
(POR) threshold voltage, Vy, all operations are disabled and the device does not respond 
to any instruction. (The designer needs to be aware that if a Power-down occurs while a 
Write, Program or Erase cycle is in progress, some data corruption can result.) 


(NS Numonyx 
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Figure 24. Power-up timing 


Program, Erase and Write commands are rejected by the device 


Chip selection not allowed 


Reset state Read access allowed Device fully 
of the accessible 


device 


Al04009C 





Table 11. Power-up timing and Vy, threshold 


Symbol | Parameter | in | ex. [unit 


teywt? Time delay before the first Write, Program or Erase instruction 
Vw | Write Inhibit voltage 


1. These parameters are characterized only, over the temperature range —40 °C to +85 °C. 
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Reset 


Driving Reset (Reset) Low while an internal operation is in progress will affect this operation 
(write, program or erase cycle) and data may be lost. 


All the Lock bits are reset to ‘0’ after a Reset Low pulse. 





Table 12 shows the status of the device after a Reset Low pulse. 


Table 12. Device status after a Reset Low pulse 


Conditions: Lock bits status mlemaliogic Addressed data 
Reset pulse occurred status 


While decoding an instruction): WREN, 

WRDI, RDID, RDSR, READ, RDLR, ee 
Fast Read, WRLR, PW, PP PE, SE, BE, Reset to ‘0’ Same as POR | _ Not significant 
SSE, DP, RDP 


Under completion of an Erase or Program 


cycle of a PW, PP PE, SSE, SE, BE Reset to ‘0’ aero - Fea iccnenies : 
operation 


Equivalent to | Write is correctly 
Under completion of a WRSR operation Reset to ‘0’ POR (after ty) completed 
mt deselected (S High) and in Standby Reset to ‘0’ | SameasPOR| Not significant 


1. S remains Low while Reset is Low. 
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Initial delivery state 
Initial delivery state 


The device is delivered with the memory array erased: all bits are set to ‘1’ (each byte 
contains FFh). All usable Status Register bits are 0. 


Maximum rating 


Stressing the device above the rating listed in JTable 13: Absolute maximum ratings may 
cause permanent damage to the device. These are stress ratings only and operation of the 
device at these or any other conditions above those indicated in the operating sections of 
this specification is not implied. Exposure to absolute maximum rating conditions for 
extended periods may affect device reliability. Refer also to the Numonyx SURE Program 
and other relevant quality documents. 


Table 13. Absolute maximum ratings 


Storage temperature { | 150 


TLEAD | Lead temperature during soldering See note “2 ) 


= Input and output voltage (with respect to ground) ae vet) v 
Electrostatic discharge voltage (human body model)'2) | —2000 2000 


1. Compliant with JEDEC Std J-STD-020C (for small body, Sn-Pb or Pb assembly), the Numonyx 
ECOPACK™ 7191395 specification, and the European directive on Restrictions on Hazardous 
Substances (ROHS) 2002/95/EU. 


2. JEDEC Std JESD22-A114A (C1 = 100 pF, R1 = 1500 9, R2 = 500 Q). 
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DC and AC parameters 


This section summarizes the operating and measurement conditions, and the DC and AC 
characteristics of the device. The parameters in the DC and AC characteristic tables that 
follow are derived from tests performed under the measurement conditions summarized in 
the relevant tables. Designers should check that the operating conditions in their circuit 
match the measurement conditions when relying on the quoted parameters. 


Table 14. Operating conditions 


i a ee ee ee 





Table 15. Measurement conditions™ 


teem oe 
SC 
ron tains 
-Tinperpusevotages «| 0VGct0 ONG | 
[inet ans oupr nn erence tages | 03Vect007Vcc |v _ 


1. Output Hi-Z is defined as the point where data out is no longer driven. 











Figure 25. AC measurement I/O waveform 


Input levels Input and output 
timing reference levels 


0.8VccC 


0.2VcC 
Al00825B 





Table 16. Capacitance") 


cau _[Oupitcavactane | vor=ov | =|) 
Gn [Input capactncooterpns) [| Vw=0V | | | pF 


1. Sampled only, not 100% tested, at T, = 25 °C and a frequency of 25 MHz. 
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Table 17. DC characteristics 


Symbol Parameter Test condition 
. (in addition to those in Table 14) 


a Yrwteaagoconet | SSS 
ete ume nt 


eer current 


loco — Power-down current S =Vec; Vin = Vgg Or Voc as 
Operating-current C =0.1V¢c/0.9.Vec at 25 MHz, Q = open pf 6 | mA 


C08 | (FAST_READ) C=0.1Vec/0.9.Voc at 50MHz,Q=open| | 8 | mA. 

loos [Operating curent (PW) | SMcco | mA 
a ee ee 
er ee oe 
| Vin_|imputHignvotage Pf Ve | Veo | 
| Vor _|OutputLowvotage | tata ||MO 
| Vou |OutoutHignvotage | toe t00WA Moo 2] | 


Table 18. DC characteristics (75 MHz operation, T9HX (0.11 um) process)“ 


Symbol Parameter : : Ms Eonelen 
(in addition to those in Table 14) 


| ——— ee 
2 Salome — a 


ete current 


= Operating cure C=0.1Vg0/0.9.Veg at 33 MHz,Q=open | | 4 | mA 

= C = 0.1V¢¢/0.9.Vecg at 75 MHz, Q = open Sf 12 | ma 

ess |OowabngcurenSe) | See) Sp 
ve |eettowotase SSS fe | 
Tin |inpaHienvetags =| SSSS~«~d Ne een 
Vor |Ouputtowvetage | wet 
Yor [OupeHenvetegs | ==tOouk eos] 


1. Delivery of parts operating with a maximum clock rate of 75 MHz starts from week 8 of 2008. 
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Table 19. AC characteristics (25 MHz operation) 
Test conditions specified in Table 14 and Table 15 


Smit [Ak | Paromoey | || Man | Ut 


pe fe Clock frequency for the following instructions: cf | as | ae 
fo fo FAST READ, PW, PP, PE, SE, DP, RDP, D.C. 25 MHz 
WREN, WRDI, RDSR 

in| __[Ctocctrequeny or READinstucions | ‘BS. | (| _20 | WR 
Tien [tex [Oooctionines YY 
Peck Sow ate(peakioneaky | on || «Ms 
Taio | tess [SAstve Setptme(wiavetoo) | 1] SY 
tows. | [Net Ate Hoistme wiaveto) ||| 
town | toa [DatainSeupime |S | id 
tcwox | ton [DatainWowine ———SSSC*dYC SYS 
Ftcwsn |_| Acivetotine (eat) 1) | 
isvcn |__| SNotAcveSetpiime(retaveroo) | 0 | | ‘ds 
tows. | teen [Sdeseecttine SP OTC*dYS 
Fiovaz™ | tos [OutmtDisebiosme |) 
Ptaoy | [OocktowtoOuputvaia ||| Ss 
Ttaox | we Oupatviowime Ci 
tm [Pop SextortockSetipime |S] 
tom | ‘| TepSectortockHowtime | too || is 
Ton | [Se deep vero 
ee eer ee 


Page Write cycle time (256 bytes) 
tpw) a 2+ is 
Page Write cycle time (n bytes) 1*0.8/256 
Page Program cycle time (256 bytes) ae ae 
top (°) ms 
“a Page Program cycle time (n bytes) pean 
n*0. 8/256 


tcy + te, Must be greater than or equal to 1/ f¢. 











2. Value guaranteed by characterization, not 100% tested in production. 


3. When using PP and PW instructions to update consecutive bytes, optimized timings are obtained with one sequence 
including all the bytes versus several sequences of only a few bytes (1 <n < 256). 
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Table 20. AC characteristics (33 MHz operation) 


33 MHz only available for products marked since week 40 of 2005") 
Test conditions specified in Table 14 and Table 15 


Smt [at | Pommetw | tn | tm | Wx | Ut 


Sra re bgrplg aetcogr a pec f | | ae 
WRDI, RDSR 

Tia | ___[Glockrequency for READ instructions «| ‘BG | | 20 | MHz 
Pion [tan [GockHishtime —Ss=“‘“‘é(SCS*!#*drYSO#CTSOCdTSOSC~*«*dSCs 
ta | tou [Gocktowime —Ss=—=<“‘*‘“‘*é~sSCS:*dG:SC“‘CSC[OCé+<dSCOSC~ 
F_ | __[Giock Siow Rate peakiopeah) =| st Si|SS=*d;Cng = 
Ttacn | tess [SAcive Setuptime(elaivetoo) ——=S*=‘sE=CtS|SsCi*dYSC(‘iL™S*~S 
Ficus | ___[SNotActiveHoidiime (elaivetoo) ——=S«| 10 «| S| Ssi«;sCs 
Ttoven | tou [DatainSouptme —=—=Sss=<“~*‘*é‘—SC:*‘idSC“‘#Sé‘é‘CXCT~SOC*«‘(SY;S(C(S CS 
Ttcox | ton [DatainHoime —=Ss=“*‘=*é*sSC**C‘dRS*‘“‘“g!WO#dSCOS~CW 
tosh | __[SActveHoldiime (relatveto)—SSSC«dT=CiS*dTSC(‘“‘éOO#dS OSC 
touch | __ [SNotAcive Setuptime welatvetoc) «| 8 | Cd|SSCi«dSCs 
Tisuse | tosn [SOeselectime —=Ss=<“‘CéCé*r O:*iLSO#*Y;SC(C‘i=OSS~CS 
Fisnaz® [tos [OutputDisabiotime —=SssS=~=<“—~*~S*“‘sLO#:«SOWS«dSSCOs 
Ftv |v [GiocktowtoOutputvaid —=Sss=‘iYSC“‘ésU™SCO#‘#*SOS*«dS;Cs =~ 
Ttcux | tho [OuiputHoiime —=—=Ss=“‘=S*S*é*sSOC#*dSSC‘#YSUCSCSOSC“‘U#COS~CW 
trie |__| TopSectorlockSeuptime ——=ss=s«dT:=ss|SSCidTSS*édSCis 
tom | __|TopSectorlockHoldtime —=s=~=~=“iéisCtOSTSSSC*dYSC(‘s=SOCC~S 
ee a 
Ptaoe® | __[SHighto Standby Powermode 


Page Write cycle time (256 bytes) 
tpyy (4 
Page Write cycle time (n bytes) ae 6 
Page Program cycle time (256 bytes) ea 
4 
‘PP " Page Program cycle time (n bytes) pease ts 
n*0. 8/256 


Details of how to find the date of marking are given in application note, AN1995. 











tcy + te, Must be greater than or equal to 1/ fc. 
Value guaranteed by characterization, not 100% tested in production. 


RON 3 


When using PP and PW instructions to update consecutive bytes, optimized timings are obtained with one sequence 
including all the bytes versus several sequences of only a few bytes (1 <n < 256). 
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DC and AC parameters M25PE40 


Table 21. AC characteristics (50 MHz operation, T9HX (0.11pm) process"))() 
Test conditions specified in Table 14 and Table 15 


= SE EE 


Clock frequency for the following instructions: 

a DP, RDP, WREN, WRDI, RDSR, WRSR 

Clock equency or READinstuctons | DG || 88 | MH 
Se 
Pts [tou [Sooctowime 
a a |) 
Taicn | toss [SAatve Stuptine iat) |S || 
Pens [Stat ies) 
Fovor [eeu [oaatnseupane Pe Pe 
ee [BAe Haine ee) 
Tisvon |__| SNotAcve Setup tine (elatve to) 
a ce 
evoe? | tow [OuputDeabetme TY 
Ftowey | Ww [Socklow to OupuvaidundersopriopF [| «| 8 | ne 
tox | two [uptime | 
ws] [WeteProwetseuptime | SU] 
smn] [WeteProwetHowtime | 0D 
ton | [StoDeopPowerdown TY 
aos? | [SHigh to Stnaby mode TY 
tw | [Wete Status Rogitoroyoetime [| |S 
ew | [Page wet oe time @sebyes) [||| 
cin Page Program cycle time (256 bytes) —l amma] 2 

Page Program cycle time (n bytes) i int(n/8) x 0.025'”) 

Te | [Page Erase owetme ||| 

ise [sete leis i 
tose | _[StbsectorErase cystine |] «8D | 
tec | _[BukEsecjeetme |] 


1. See Important note on page 6. 





© 


Nm 


Details of how to find the technology process in the marking are given in AN1995, see also Section 13: Ordering 
information. 


tcy + tc, must be greater than or equal to 1/ fc. 
Value guaranteed by characterization, not 100% tested in production. 
Only applicable as a constraint for a WRSR instruction when SRWD is set to ‘1’. 


oS 


When using PP and PW instructions to update consecutive bytes, optimized timings are obtained with one sequence 
including all the bytes versus several sequences of only a few bytes (1 <n < 256). 


int(A) corresponds to the upper integer part of A. For instance, int(12/8) = 2, int(382/8) = 4 int(15.3) =16. 
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M25PE40 DC and AC parameters 


Table 22. AC characteristics (75 MHz operation, T9HX (0.11pm) process'))(2)(S)(4) 
Test conditions specified in Table 14 and Table 15 


Symbo [ A [Param | Mn || Mi | 


Clock frequency for the following instructions: Sa 
fo fo FAST READ, RDLR, PW, PP, WRLR, PE, SE, D.C. 75 

SSE, DP, RDP, WREN, WRDI, RDSR, WRSR 
ta | [tockteauency forREADinawctons [BG ||| MH 
ted [tan [GeckHigpime | TT 
Pa [tou [Socktowime TT 
aa a a a 
taion | toss [SAve Seuptime ele) |S || 
Tense [tae ie ea w]e 
over [toy [Datainsewptme | | 
towox [ton [Datinodtime || 
toisn | [SActveHoidtineeiaveto) [TT 
teion | [SNotActve Soup tine elaiveto) [S| || 
tows. [teow [SDeseletine | OO 
Pteiod™ [tos [OupurDeabietme TT 
Ttevov |v [Socktowto Oupurvaid TB Le 
tevox [tho [OuiutHoistine TT 
iwc” | [weteProwetseupime | OTT 
town? | [WeteProwetHowtime | 0 TT 
tof | [StoDeepPowerdown || 
tro | [SHiahtSteabymode ||| 
ae | — ee 

et 


i Program cycle time (256 bytes) 
Page Program cycle time (n bytes) a see 9) 


see | irr le | | 
ee [ax Emo neem ee 


See Important note on page 6. 





oO; O1; C1} CO] MP] OY] On 





2. Details of how to find the technology process in the marking are given in AN1995, see also Section 13: Ordering 
information. 

3. Delivery of parts operating with a maximum clock rate of 75 MHz starts from week 8 of 2008. 

4. Preliminary data. 

5. tcy + te, must be greater than or equal to 1/ fe. 

6. Value guaranteed by characterization, not 100% tested in production. 

7. Only applicable as a constraint fora WRSR instruction when SRWD is set to ‘1’. 
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8. When using PP and PW instructions to update consecutive bytes, optimized timings are obtained with one sequence 
including all the bytes versus several sequences of only a few bytes (1 <n < 256). 


9. int(A) corresponds to the upper integer part of A. For instance, int(12/8) = 2, int(32/8) = 4 int(15.3) =16. 


Figure 26. Serial input timing 


tCHDX tCLCH 


msBINK KX | ( X isein X 


High Impedance 


Al01447C 





Figure 27. Top Sector Lock (T7X process) or Write Protect (T9HX process) setup and hold 
timing 


High Impedance 


AI3559 





1. For the differences between devices produced in the two processes, see /mportant note on page 6. 
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Figure 28. Output timing 


7 


{AN KX 


Al01449e 
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94/62 


Table 23. Reset conditions 


Test conditions specified in Jable 14 and Table 15 


Smt [at | Porer | —__ Coons [in| [to Ut 


Tums [ir [Resetpomowam——SSC—~—O TY 


. Chip should have been 
tsHRH oP ita niga deselected before Reset is 10 ns 
Pesce de-asserted 


1. Value guaranteed by characterization, not 100% tested in production. 





Table 24. Timings after a Reset Low pulse“)(2) 


Test conditions specified in Jable 14 and Table 15 


Symbol Alt. | Parameter Conditions: Reset pulse occurred | Max, | Unit 


While decoding an instruction’?): WREN, 
WRDI, RDID, RDSR, READ, RDLR, 
Fast_ Read, WRLR, PW, PP, PE, SE, BE, 
SSE, DP, RDP 
Under completion of an Erase or Program 300 e 
cycle of a PW, PP, PE, SE, BE operation H 
Reset 
tRHsL treEc 
ms 


recovery time | Under completion of an Erase cycle of an 
3 ms 
SSE operation 


tw (see 
Table 21) 


Device deselected (S High) and in Standby 
mode 


All the values are guaranteed by characterization, and not 100% tested in production. 


Under completion of a WRSR operation 








See Jable 12 for a description of the device status after a Reset Low pulse. 
S remains Low while Reset is Low. 


Figure 29. Reset AC waveforms 


Al06808 
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M25PE40 Package mechanical 
12 Package mechanical 


In order to meet environmental requirements, Numonyx offers these devices in ECOPACK® 
packages. ECOPACK® packages are lead-free. The category of second level interconnect 
is marked on the package and on the inner box label, in compliance with JEDEC Standard 
JESD97. The maximum ratings related to soldering conditions are also marked on the inner 
box label. 


Figure 30. VFQFPN8 (MLP§8) 8-lead very thin fine pitch quad flat package no lead 
6 x 5mm, package outline 


AmUICEL 





1. Drawing is not to scale. 
2. The circle in the top view of the package indicates the position of pin 1. 


Table 25. VFQFPN8 (MLP8) 8-lead very thin fine pitch quad flat package no lead 
6 x 5mm, package mechanical data 


: 
a [08s [ae [00 es |e 
arf a0 008 0000 | 0002 
me [oe CdSC~‘“SCi 
a 
Sa 
co [so [| | | ome 
ors me 
ce [so [| | om) | 
FO 
[ee [taf - [| - | co [- [ - 
FC 
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Table 25. VFQFPN8 (MLP8) 8-lead very thin fine pitch quad flat package no lead 
6 x 5mm, package mechanical data (continued) 


_ SS SS ee 


0.006 
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Figure 31. SO8N - 8 lead plastic small outline, 150 mils body width, package outline 


GAUGE PLANE 





1. Drawing is not to scale. 


Table 26. SO8N -8 lead plastic small outline, 150 mils body width, package 
mechanical data 


Typ 
a 
Sc 
a 
a 
ea [as [0007 F008 
a 


ef aa [00 | ones | ones | one 

ef 60 [a0 | 620 | ze | ome | oz 

a a 
080 
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Figure 32. SO8W -— 8 lead plastic small outline, 208 mils body width, package outline 





1. Drawing is not to scale. 


Table 27. SO8W - 8 lead plastic small outline, 208 mils body width, package 
mechanical data 


eS OO 
aff ens fmt | ro 
ef tt efor 
ef ew [eas [ost | onion | onan 


OS 
a 
a 
Se 
eee 
a a 
er 
a 





58/62 (NS Numonyx 


M25PE40 Ordering information 


13 Ordering information 


Table 28. Ordering information scheme 


Example: M25PE40 V MP 6 T G 


Device type 


M25PE = page-erasable serial Flash memory 


Device function 





40 = 4 Mbit (512Kbit x 8) 


Operating voltage 





V= Voc =2.7to3.6V 


Package 





MW = SO8W (208 mils width) 
MP = VFQFPN8 6 x 5 mm (MLP8) 
MN = SO8N (150 mils width) 


Device grade 





6 = Industrial: device tested with standard test flow over —40 to 85 °C 


Option 





blank = standard packing 


T = tape and reel packing 


Plating technology 
P or G = ECOPACK® (RoHS compliant) 





1. Package only available for products in the T9HX process. 


Note: For a list of available options (speed, package, etc.), for further information on any aspect of 
this device or when ordering parts operating at 75 MHz (0.11 um, process digit ‘4’), please 
contact your nearest Numonyx Sales Office. 
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14 Revision history 


Table 29. Document revision history 


owe [onson| Oh 


01-Apr-2004 0.1 Initial release. 


Write Protect (W) pin replaced by Top Block Lock (TBL). 


Section 2.5: Reset (Reset) description modified. JEDEC signature 
09-Nov-2004 { modified. Reset timings ta) RH; trys, and tsyRy removed from 
Table 20: AC characteristics (33 MHz operation) and inserted in 
Table 21: Reset timings (tays, modified). Document status 
promoted from target specification to preliminary data. 


Top Block Lock (TBL) renamed as Top Sector Lock (TSL). Small text 
01-Dec-2004 2 changes. Deep Power-down mode clarified in Section 4.6: Active 
Power, Standby Power and Deep Power-down modes. 











Notes removed from Table 28: Ordering information scheme. 
11-Jan-2005 3 Wording changes. SO16 package removed, SO8 wide package 
added. 


Added Table 20: AC characteristics (33 MHz operation). Document 
status promoted from preliminary data to full datasheet. Table 19: 
AC characteristics (25 MHz operation) updated. Section 4.2: An 
easy way to modify data, Section 4.3: A fast way to modify data, 
4-Oct-2005 Section 6.9: Page Write (PW) and Section 6.10: Page Program (PP) 
updated to explain optimal use of Page Write and Page Program 
instructions. Clock slew rate changed from 0.03 to 0.1 V/ns. 
Updated Table 28: Ordering information scheme. Added 
ECOPACK® information. 


Changed document to new template; amended figure in Feature 
summary; replaced Figure 4: Bus master and memory devices on 
the SPI bus; amended data in Table 19 and Table 20; amended title 
11-Aug 2006 of Figure 30: VFQFPN8 (MLP8) 8-lead very thin fine pitch quad flat 
package no lead 6 x 5 mm, package outline and added a footnote; 
amended name of the MP package in Jable 28: Ordering 
information scheme. 
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Table 29. Document revision history (continued) 


we [revsen| homes 


50 MHz frequency added. SO8N package added, VFQFPN and 
SO8W package specifications updated (see Section 12: Package 
mechanical). 

The sectors are further divided up into subsectors (see /Jable 4: 
Memory organization). Important note on page 6 added. Figure 4: 
Bus master and memory devices on the SPI bus updated and 
explanatory paragraph added. VCC supply voltage and VSS ground 
added. Section 4.8: Protection modes modified. Section 8: Reset 
added, reset timings table split into Jable 23: Reset conditions and 
Table 24: Timings after a Reset Low pulse. 

At power-up the WIP bit is reset (see Section 7: Power-up and 
power-down). 

15-Jan-2007 Vio max changed in Table 13: Absolute maximum ratings. End 
timing line of tsyqz moved in Figure 28: Output timing. 

Products processed in T9HX process added to datasheet: 


— WP pin replaces TSL (T7X technology), see Section 2.6: Write 
Protect (W) or Top Sector Lock (TSL) 


— Write Status Register (WRSR) and Subsector Erase (SSE) 
instructions added for T9HX process 


— subsector protection granularity removed in T9HX process, still 
exists in T7X process 


— Table 4: Memory organization updated to show subsectors 
— Status Register BP2, BP1, BPO bits and SRWD bit added. 
Small text changes. 





T7X process name corrected. 

Write Enable Latch (WEL) bit is reset also on completion of the 
Subsector Erase, Bulk Erase, Write to Lock Register and Write 
Status Register instructions (see Section 6.2: Write Disable 














23-Jan-2007 7 (WADI). 
Address bit A20 is not Don’t care (Note 7 modified) in the Sector 
Erase (SE) instruction sequence. SO8N package Is only available in 
products manufactured in the T9HX process. 
Removed ‘low voltage’ from the title. 
Table 18: DC characteristics (75 MHz operation, T9HX (0.11 um) 
process) and Table 22: AC characteristics (75 MHz operation, T9OHX 
(0.11LUm) process) added. 

10-Dec-2007 8 . 
Added ECOPACK® text in Section 12: Package mechanical. 
Updated the value for the maximum clock frequency (from 50 to 
75 MHz) through the document. 
Minor text changes. 

03-Jan-2007 9 Applied Numonyx branding. 
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Please Read Carefully: 


INFORMATION IN THIS DOCUMENT IS PROVIDED IN CONNECTION WITH NUMONYX™ PRODUCTS. NO LICENSE, EXPRESS OR 
IMPLIED, BY ESTOPPEL OR OTHERWISE, TO ANY INTELLECTUAL PROPERTY RIGHTS IS GRANTED BY THIS DOCUMENT. EXCEPT 
AS PROVIDED IN NUMONYX'S TERMS AND CONDITIONS OF SALE FOR SUCH PRODUCTS, NUMONYX ASSUMES NO LIABILITY 
WHATSOEVER, AND NUMONYX DISCLAIMS ANY EXPRESS OR IMPLIED WARRANTY, RELATING TO SALE AND/OR USE OF 
NUMONYX PRODUCTS INCLUDING LIABILITY OR WARRANTIES RELATING TO FITNESS FOR A PARTICULAR PURPOSE, 
MERCHANTABILITY, OR INFRINGEMENT OF ANY PATENT, COPYRIGHT OR OTHER INTELLECTUAL PROPERTY RIGHT. 


Numonyx products are not intended for use in medical, life saving, life sustaining, critical control or safety systems, or in nuclear facility 
applications. 


Numonyx may make changes to specifications and product descriptions at any time, without notice. 


Numonyx, B.V. may have patents or pending patent applications, trademarks, copyrights, or other intellectual property rights that relate to the 
presented subject matter. The furnishing of documents and other materials and information does not provide any license, express or implied, 
by estoppel or otherwise, to any such patents, trademarks, copyrights, or other intellectual property rights. 


Designers must not rely on the absence or characteristics of any features or instructions marked “reserved” or “undefined.” Numonyx reserves 
these for future definition and shall have no responsibility whatsoever for conflicts or incompatibilities arising from future changes to them. 


Contact your local Numonyx sales office or your distributor to obtain the latest specifications and before placing your product order. 


Copies of documents which have an order number and are referenced in this document, or other Numonyx literature may be obtained by 
visiting Numonyx's website at http:/www.numonyx.com. 


Numonyx StrataFlash is a trademark or registered trademark of Numonyx or its subsidiaries in the United States and other countries. 
*Other names and brands may be claimed as the property of others. 


Copyright © 11/5/7, Numonyx B.V. All Rights Reserved. 
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